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Standard completo di:

- Anello, supporto e O ring FPM per manometro @63 mm G1/4M. posteriore ISO EN 837-1;

- Rondella e raccordo G1/4F. G1/4F;;

- Quattro adesivi richiudibili Dual Lock 3M SJ3560 19 X 60 mm per il fissaggio del PRESS-MATE M sui kit control M180 / M200.

Manometro, tubo e raccordi di collegamento al gruppo valvole non compresi. Consultare I’apposita sezione del
catalogo.

Pressione di esercizio max.: 60 bar
Peso: 210 g

Materiali: materiali plastici ad alta resistenza — ottone CW614N - tenuta in FPM

Impiego: su atomizzatori e gruppi irroranti. Kit di montaggio del manometro per la lettura della pressione in cabina.
Posizionamento auto allineante del manometro all’interno del supporto. Installabile sui Kit Control M180 e M200 con dli
adesivi forniti in dotazione. Semplifica I’eventuale sostituzione del manometro. Press-Mate M puo essere facilmente rimosso
dalla cabina e riposizionato successivamente.

Standard supplied with:

- Ring, support and FKM O ring suited for @63 mm %4”"BSPM. back entry pressure gauge ISO EN 837-1;

- Washer and 7:”"BSPF. 7s”"BSPF. connection;

- Four Dual Lock 3M SJ3560 19 X 60 mm recloseable fasteners for PRESS-MATE M assembling over the M180 / M200 control kits.

Pressure gauge, pipe and connections to the valve assembly not included. See the relevant catalogue section.

Max. operating pressure: 60 bar (870 psi)
Weight: 210 g (7.4 0z2)

Materials: high resistance plastic materials - CW614N brass — FKM seal

Use: on agricultural sprayers. Pressure gauge assembling kit for pressure reading inside tractor cab. Pressure gauge is self
aligning inside its support. Can be fitted over the M180 and M200 control kits using the fasteners. Quick and simple pressure
gauge replacement. The Press-Mate M can be easily removed from tractor cab and repositioned.

COME Sl ORDINA /| HOW TO ORDER

CODICE INSTALLABILE SUI KIT CONTROL
code FITS ON KIT CONTROL

180.302.17 - 182.302.45 - 180.30254 - 182.30257
200.302.37

200.30247 - 20030248 - 200.302.49

RICAMBI
SPARE PARTS : 200.302.37
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e COMPONENTI KIT PRESS-MATE M
A PRESS-MATE M KIT PARTS

ENGINEERING

MANOMETRI POSTERIORI @63 mm - @63 mm BACK EN PRESSURE GAUGES

COME Sl ORDINA /| HOW TO ORDER

CODICE SCALA (bar) ATTACCO MATERIALE CASSA CLASSE @
code scale (bar) connection case material rating
170.1005.22 o225 10
176.1005.11 0/40 10
176.1005.18 080 G1/4M. - 1|4 BSPM. INnox - SSteel 16 1©
180.1005.8 O/5/25 isometrico - isometric 5
176.1005.6 0O/15/60 isometrico - isormetric 5
176.1005.24 0O/20/60 isometrico - isometric 5

TUBO PA 12HL ©®6x1.5 MATASSA DA 8 m - @6x1.5 PA 12HL PIPE - 8 m COIL

COME Sl ORDINA /| HOW TO ORDER

CODICE PRESSIONE MAX.

code max. pressure

89 bar (20" C) - 65 bar (40" C)
1290 psi (68° F) - 942 psi (104° F)

200.1703.1

RACCORDI - CONNECTIONS

COME Sl ORDINA /| HOW TO ORDER

CODICE ATTACCO TUBO MATERIALI PRESSIONE MAX.
code connection pipe materials max. pressure
{/’“,/ 200.1504.2 G1/4M - 1/4"BSPM. (7] S] Ottone nichelato 80 bar (870 psi)
N Nickel plated brass
& / 78 b 5 - " . ttone nichelato ar psi
{" 200.1504.3 G1/4M - 1/4'BSPM [0S @) hel 60 bar (870 psi)
) B Nickel plated brass
/\ 200.1504.48 - (]S] Ottone nichelato 80 bar (870 psi)
\\\/,‘ Nickel plated brass
@ 200.803.7 G1/4F - 1/4BSPE - Oreone - FPM - Inox 100 bar (1450 psi)
\\t‘; Brass - FKM - SSteel
) Ottone - FPM - Inox 100 b (1450 )
M’fo 200.803.8 G1/4F - 1/4BSPF - Brass - FKM - SSteel ar psi
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