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Standard completo di forchette per il montaggio di tappi e raccordi girevoli
Versioni: 174.206.9 quattro uscite con selezione singola. Leva di colore ROSSO

174.206.9 8P  quattro uscite con selezione singola e in coppia. Leva di colore VERDE
Tappi, raccordi girevoli e O Ring non compresi. Consultare I'apposita sezione.

Pressione di esercizio max.: 40 bar

Portata: 150 I/min con perdita di carico 1 bar

Peso: 2.2 Kg

Materiali: ottone e alluminio con rivestimento nichel chimico — sfere e componenti in acciaio inox - materiali plastici ad alta
resistenza — tenute in POM, NBR e FPM

Impiego: su atomizzatori e gruppi irroranti. Comando deviatore multifunzione a 5 vie (1 entrata — 4 uscite). Razionalizza la
costruzione e I'impiego dell’irroratrice. La gestione dei diversi circuiti € concentrata in un'unica posizione. L'apertura dei
circuiti avviene azionando una sola leva (ad esempio: miscelazione polveri, eiettore, miscelatore, lancia irroratrice, gruppo
valvole, circuiti di pulizia). Le connessioni ai circuiti possono essere configurate a piacere e sono facilmente gestibili mediante
il montaggio di raccordi ad innesto con forchetta. L’azionamento della leva & scorrevole e le posizioni raggiunte in rotazione
sono meccanicamente definite. Il ridotto numero dei componenti, ottimizzati per la massima resistenza alla corrosione e
all’'usura, semplifica eventuali interventi di manutenzione o riparazione. Le sedi di tenuta possono essere ispezionate o
sostituite in pochi minuti senza rimuovere il comando dalla macchina.

Standard supplied with forks for rotating plugs and connections
Models: 174.206.9 four outlets with single selection. RED lever

174.206.9 8P  four outlets can be selected one by one or in pairs. GREEN lever
Plugs, swivel connections and O Rings not included. See the relevant section.

Max. operating pressure: 40 bar (580 psi)

Output: 150 I/min (39.5 USGal/min) with 1 bar (14.5 psi) pressure drop

Weight: 2.2 Kg (4.8 Ib)

Materials: electroless nickel plated brass and aluminium — s. steel balls and parts - high resistance plastic materials — POM,
BUNA N and FKM seals

Use: on airblast sprayers. Five ways multi function flow control valve. Rationalize sprayer manufacturing and use. Various
circuits management in a single position operated by one lever only (i.e. powder mixing, injector, spray gun, valve assembly,
rinsing circuit). Fork type quick assembly customizable connections. Smooth lever operation. Each position is clearly defined
by mechanical positioning. The reduced number of components, wear and corrosion proof, simplifies servicing and repair.
Seats can be easily inspected or replaced in few minutes without removing the valve from sprayer.
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174.206.9 ROSSO - RED 4
174.206.9 8P VERDE - GREEN 8 2 17430275
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CODICE FILETTATURA MATERIALE @

code thread material

m 174.1515.2 G3/4M. - 3/4'BSPM. Ottone - Brass 4

174.1515.3 G1/2M. - 1/2'BSPM. Ottone - Brass 4

m 174.1702.45 - Ottone - Brass 4

N° 2 per ogni raccordo

180.602.30 FPM - FKIM

No 2 required for each connection
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